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REPELLAM 
Water-repelling, substrate-stabilising primer Eco-friendly and low maintenance 

 

 

Product Overview: Repellam is a polymeric additive mixture with 
excellent saturation properties that enhance the stability of the 
substrate. It also effectively repels water, making it an ideal primer and 
bonding agent for a wide range of applications. Suitable for use on 
various substrates including concrete, plaster, tiles, and walls. 

 
Repellam ➢ 5L & 20L containers 

➢ Used as a primer on cementitious substrates before applying 
paint or a waterproof coating. 

➢ Can also be used as a plasticizer in cementitious plasters or 
screeds. 

Practical Coverage ➢ 100–120 m² per 20 litres with a single coat application, 
depending on the substrate. 

➢ For use on cementitious substrates only. 

Cleaning Repellam is water-based; therefore, paint and application tools can be 
cleaned with running water. 

Surface Preparation ➢ Remove all existing coatings. 
➢ Ensure all dust, debris, salt, algae, fungi, or chemicals that may 

hinder adhesion are thoroughly removed. 
➢ Confirm that the substrate is completely dry before applying the 

product — moisture content should be below 10%. 

Method of Application ➢ Surface application temperature: 5–35°C. 
➢ Once the surface has been properly prepared, apply a single 

coat of Repellam to cementitious substrates only. 
➢ After Repellam has dried (approximately 1 hour), the paint or 

waterproof coating can be applied. 
➢ Repellam can be applied using a brush, roller, or spray. 

Drying Time ➢ Touch Dry or recoating – 1-2 Hours at ± 25 ℃ 
➢ Fully Cured - 7 Days at ± 25℃ 

Colours Clear when dry 

Advantage of Repellam ➢ Eco Friendly 
➢ Seamless 
➢ Ease of application - Brush, Roll, Spray on 
➢ Low to no maintenance 
➢ Flexible 
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