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THERMOSEAL 
Non-toxic & non-flammable Heat reflective coating 

 

 

Product Overview: A pure acrylic thermal-insulating paint system that 
is adhesion-promoted, UV-stable, flexible, and extremely durable. 
Thermoseal is ideal for IBR roofs to help reduce temperatures. 

 
Available Sizes 5L & 20L containers 

Practical Coverage Depending on the substrate conditions, Thermoseal will provide 
coverage of approximately 35 m² per 20-litre bucket with a 2–3 coat 
application. 

Cleaning Our paint is water-based; therefore, paint and application tools can be 
cleaned with running water. 

Surface Preparation ➢ Remove all existing coatings. 
➢ Clean the surface thoroughly to eliminate dust, debris, salt, 

algae, fungi, or chemicals that may affect adhesion. 
➢ Ensure the substrate is completely dry before application 

(moisture content must be less than 10%). 

Method of Application ➢ Apply only when surface temperature is 5–35℃. 
➢ For cementitious substrates, apply primer (Repellam/AquaTint) 

after surface preparation. See spec sheet for details. 
➢ Allow primer to dry for ~1 hour. 
➢ No primer required for metal surfaces. 
➢ Apply first coat of Thermoseal with brush or roller. 
➢ Once touch-dry, apply second and third coat if necessary. 

Drying Time ➢ Touch Dry or recoating – 1-2 Hours at ± 25 ℃ 
➢ Fully Cured - 7 Days at ± 25℃ 

Colours The standard colours for Thermoseal are light grey and white. 

Advantages of 
Thermoseal 

➢ Eco friendly and seamless 
➢ Easy brush/roll application with excellent adhesion 
➢ UV stable and weather resistant 
➢ Low/no maintenance required 
➢ 83% solar reflectance, 91% thermal emissivity, SRI 105 
➢ Reduces roof surface temperature up to 50% 
➢ Suitable for multiple surface types 
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